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Delivery
Pipe

Nominal dia. 1.5", lay-flat
hose, reinforced PVC or
rubber-lined synthetic
fabric, double-layer,
heavy-duty, suitable for
pump discharge.

2" Delivery
Pipe

Nominal dia. 2", lay-flat
hose, reinforced PVC or
rubber-lined synthetic
fabric, double-layer,
heavy-duty, suitable for
pump discharge.

Keg.

25"
Delivery
Pipe

Nominal dia. 2.5", lay-flat

hose, reinforced PVC or

rubber-lined synthetic

fabric, double-layer,

heavy-duty, suitable for
_pump discharge.

Kg.

3" Delivery
Pipe

Nominal dia. 3", lay-flat
hose, reinforced PVC or
rubber-lined synthetic
fabric, double-layer,
heavy-duty, suitable for
pump discharge.

Kg.

4" Delivery
Pipe

Nominal dia. 4", lay-flat
hose, reinforced PVC /
fabric, double-layer,
heavy-duty, suitable for
pump discharge.

Kg.

5" Delivery
Pipe

Nominal dia. 5", lay-flat
hose, reinforced PVC /
fabric, double-layer,
heavy-duty, suitable for
pump discharge.

6" Delivery
Pipe

Nominal dia. 6", lay-flat
hose, reinforced PVC /

fabric, double-layer,

L P e a5+ ¢
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roll length - 400 m.

> \ oy
",'“ \‘ :t\(
heavy-duty, suitable for " gy - ';:f
pump discharge. o AP
Nominal dia. 8", lay-flat me atd
: 8" Delivery | 105¢ reinforced PVC / Ui, [ar
8 v ™| fabric, double-layer
Pipe . ayer,
heavy-duty, suitable for
pump discharge.
0.75" Drip Nominal Dia. 0.75 inches,
9 | . HDPE material, PN - 2 or | Meter
PP higher, drip irrigation.
Nominal dia. 20 mm,
LLDPE/LDPE drip lateral
10 | Drip Pipe | pipe, UV-stabilized, Meter
suitable for drip irrigation
systems.
15" Black Nominal Diq. 1.5 inches,
11 P'i HDPE material, PN - 5 or | Meter
> higher.
15" Black Nominal Difz. 2 inches,
12 : HDPE material, PN - 5 or | Meter
Pipe high v
higher.
25" Black Nominal Dig. 2.5 inches,
13 P'ipe HDPE material, PN - 5 or | Meter
higher.
3" Black Nominal Di'a. 3 inches,
14 Pipe HDPE material, PN - 5§ or [ Meter
higher.
2 Black Nominal Dia. 2 inches,
15 i HDPE material, PN - 10 or | Meter
Pipe high
igher.
25" Black Nominal Diz_l. 2.5 inches,
16 2 HDPE material, PN - 10 or | Meter
Pipe high
igher.
3" Black Nominal Di_a. 3 inches,
17 Pine HDPE material, PN - 10 or | Meter
P higher. :
LDPE mulch film, UV
18 Mulching stabilized, thickness - min. Roll
Plastic '25 microns, width - 1.2 m, j
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Nominal bore - 4 inches, . ~ e i @'

. , 7

.. | MSorGILPN-6toPN-10, | i
m[’c Medium class (Class B) or Nieor i |3

better.
Centrifugal -~ monoblock - - : . : :
pump, 1 HP rated, single %
phase, suction/delivery - %
50x50 mm, IS 9079 marked,
20 | WaterPump { ot 12 m head min. 4 LPS
discharge, enclosure min. IP
54, dynamically balanced
rotating parts.
Centrifugal monoblock
pump, 1.5 HP rated, single
phase, suction/delivery -
80%80 mm, IS 9079 marked,
21 | WaterPump | ot 12 m head min. 5 LPS
discharge, enclosure min. IP
54, dynamically balanced
rotating parts.
Centrifugal monoblock
pump, 1.5 HP rated, single
phase, suction/delivery -
| 50%50 mm, IS 9079 marked,
22 | WaterPump | o\’ 14" 1 head min. 4 LPS | & | 1
discharge, enclosure min. IP
54, dynamically balanced.
rotating parts.
Centrifugal monoblock
pump, 2 HP rated, single
phase, suction/delivery -
8080 mm, IS 9079 marked,
23 |WaterPump | o0 1> m head min. §LPS| & | 1.
discharge, enclosure min. IP
54, dynamically balanced
rotating parts.
Centrifugal monoblock
pump, 2 HP rated, single
phase, suction/delivery - Pe 1
50%50 mm, IS 9079 marked, :
at 20 m head min. 4 LPS
discharge, enclosure min, IP

5
g

EE
235
[ﬂ
3 %
@.

Pc. 1

24 | Water Pump

(8 CamScanner
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54, dynamically balanced

| rotating parts.

25

Water Pump

Centrifugal monoblock
pump, 3 HP rated,
suction/delivery - 80x80
mm, IS 9079 marked, at 15
m head min. 7 LPS
discharge, enclosure min. IP
54, dynamically balanced
rotating parts.

Pc.

26

Water Pump
Set

Portable engine-driven
pump set, petrol engine 5 - 6
HP, 4-stroke, recoil start,
fuel tank - min. 2.5 liters,
centrifugal pump, pump size
- 80x80 mm, discharge
capacity: min. 800 LPM,
total head - 20 to 30m,
Indian brand.

Pc.

27

Water Pump

| Set

Portable engine-driven set,
petrol 5 - 6 HP, 4-stroke
petrol engine, recoil start,
fuel tank - min. 2.5 liters,
centrifugal pump, pump size
80x80 mm, discharge
capacity: min. 800 LPM,
total head- 20 to 30 m,
Chinese brand.

Pc.

28

Submersible
Pump

Borewell submersible
pump,l.5 HP rated, single
phase, S0 mm dia. outlet,
SS/Noryl impeller, water-
filled, multi-stage, SS body,
discharge rate - at 40 m
head min. 85 LPM, IS 8034
compliance, Panel board &
toochan cable.

Pc.

(8 CamScanner
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Submersible
Pump

Borewell submersible
pump, 2 HP rated, single.
phase, 50 mm dia. outlet,
SS/Noryl impeller, water-
filled, multi-stage, SS body,
discharge rate - at 40 m
head min. 110 LPM, IS
8034 compliance, Panel
board & toochan cable.

Pc.

30

Submersible
Pump

Borewell submersible
pump,1.5 HP rated, single
phase, 50 mm dia. outlet,
SS/Noryl impeller, oil-
filled, multi-stage, SS body,
discharge rate - at 40 m
head min. 90 LPM, IS 8034
compliance, Panel board &
toochan cable.

Pc.

31

Submersible
Pump

‘| Borewell submersible

pump, 2 HP rated, single
phase, 50 mm dia. outlet,
SS/Noryl impeller, oil-
filled, multi-stage, SS body,
discharge rate - at 40 m
head min. 120 LPM, IS
8034 compliance, Panel
board & toochan cable.

Pc.

32

Chaff Cutter

Hand-operated chaff cutter
with min. 2 nos. of blades
attached to circular cutter
wheel, min. 2 feed rollers.

Set

33

Electric
Chaff Cutter

Electric powered, 3 HP
single-phase motor, gross
weight - min. 100 kg, 2 nos.
of blades on cutter wheel, 3
feed rollers.

Set

34

Corn
Thresher

1.5 HP motor, single phase,
single barrel.

Pc.

35

Corn
Thresher

1.5 HP motor, single phase,
double barrel.

Pc:

(8 CamScanner
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Spray Tank

Battery-operated knapsack
sprayer, 16 liters capacity,
rechargeable battery with
min. 4 hours operation per
c¢harge, HDPE tank with
lance, hose and nozzle set.

Pc.

37

Mini Tiller

7 HP rated, 178F variant
diesel engine, manual
recoil, fuel tank capacity -
min. 3.5 L, tilling width -
min. 1000 mm, tilling depth
- min. 120 mm, blades - min.
24 nos.

Set

38

Mini Tiller

7 HP rated, 178F variant
diesel engine, electric start
with battery, fuel tank
capacity - min. 3.5 L, tilling
width - min. 1000 mm,
tilling depth - min. 120 mm,
blades - min. 24 nos.

Set

39

Reaper

Reaper attachment suitable
for 7 - 10 HP mini tiller,
cutting width - min. 1000
mm, net weight - min. 70 kg,
crop divider - 4 nos., star-
wheel feed system.

Set

40

Reaper

Reaper attachment suitable
for 18 - 22 HP power tiller,
cutting width - min. 1200
mm, net weight - min. 90 kg,
crop divider - 5 nos., star-
wheel feed system,
reciprocating type cutter bar

Set

41

Self-

Propelled

Reaper

8 HP, Diesel Engine, cutting
width - min. 1200mm,
double conveyor and double
row star-wheels, min. 5 nos.
of crop divider, and net
weight - ‘min. 280 kg, 2
forwards & 1 reverse gears.

Set

(8 CamScanner
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Nominal dia. 1.5", HDPE or |

42 Irrigation PVC material, flexible: / K
Pipe lightweight  suitable for &
irrigation water. '
Nominal dia. 2", HDPE or
43 Irrigation PVC material, flexible / K
Pipe lightweight suitable for ¥
irrigation water.
Nominal dia. 2.5", HDPE or
. Irrigation PVC material, flexible / Kg
Pipe lightweight  suitable for '
irrigation water.
Nominal dia. 3", HDPE or
45 Irrigation PVC material, flexible / Kg
Pipe lightweight suitable for "
irrigation water.
Nominal dia. 4", HDPE or
46 Irrigation PVC material, flexible / K
Pipe’ lightweight suitable for &
irrigation water,
Nominal dia. 5", HDPE or
e Irrigation PVC material, flexible / K
Pipe lightweight suitable for | &
irrigation water.
Nominal dia. 6", HDPE or
P Irrigation PVC material, flexible / K
Pipe lightweight suitable for | &

irrigation water.

(8 CamScanner
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c(‘\,.".; mgm%ﬂ ,§€: - ¥ %7
Nominal dia. 8", HDPE or W I ' _ ?% .
Irrigation . | PVC material, flexible / Kg 1 ,@mmdm ?6\4 ‘f%
Pipe lightweight  suitable for ¢ ey wger. ‘ 4 ) P
: irrigation water. ; ' e
%
Delive Nominal dia. 2.5", nylon
Pi - lay-flat hose, double layer, | Meter 1
pe heavy-duty.
: Nominal dia. 3", nylon lay-
PDiel;very flat hose, double layer, | Meter 1
P heavy-duty.
: Nominal dia. 4", nylon lay-
f};‘iehvery flat hose, double layer, | Meter 1
pe heavy-duty. .

Nominal Dia. 1 inches,
Black Pipe | HDPE material, PN - 5 or | Meter 1

higher.

Centrifugal monoblock
pump, 3 HP rated,
suction/delivery - 100x100
mm, IS 9079 marked, at 15
m head min. 7 LPS
discharge, enclosure min. IP
54, dynamically balanced
rotating parts.

Water Pump Pc. 1

(8 CamScanner


https://v3.camscanner.com/user/download

55

Com
Thresher

2 HP motor, single phase,
double barrel.

Pc.

56

Spray Tank

Knapsack sprayer,16 liters

container, manual lever
operated, HDPE tank with
lance, hose and nozzle set.

Pe.

57

Mini Tiller

9 HP rated,186F variant
diesel engine, manual
recoil, fuel tank capacity -
min. 4 L, tilling width - min.
1100 mm, tilling depth -
min. 150 mm, blades - min.
32 nos.

Set

58

Mini Tiller

9 HP rated, 186F variant
diesel engine, electric start
with battery, fuel tank
capacity - min. 4 L, tilling
width - min. 1100 mm,
tilling depth - min. 150 mm,
blades - min. 32 nos.

Set

59

Jab Planter

Hand-operated, double
barrel, gravity feed or
spring-loaded mechanism,
seed capacity- 2 to 3 kg,
sowing depth - 3 to 5 cm
(adjustable).

Set

60

Seed Drrill

Hand-operated, 1-3 rows, 15
- 30 cm (adjustable) row
spacing, fluted roller or
gravity feed, min. 2 kg seed
box capacity.

Set

<

oA
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Suitable for  scooping,
lifting and transferring loose
materials.

=< }2{0D§5Ek/ PP ct:_te, ca:ipagiity: 4&
! .| 20-25kg , perforated sides | j
v and base for ventilation, | Q&?Dmﬁr_.’ 31—‘(“
it e stackable with interlocking 4 v
edges, dimensions: approx.
600x400x300 mm.
Digital Min. 30 kg weighing
Weighing capacity, SS pan, accuracy-
62 | Machine + 5g or better, LED/LCD Set
display, AC mains with
rechargeable battery
WD backup.
Digital Min. 50 kg weighing
Weighing capacity, SS pan, accuracy-
63 | Machine + 10g or better, LED/LCD Set
mﬁ display, AC mains with
rechargeable battery
W) backup.
Digital Min.100 kg  weighing
Weighing capacity, SS pan, accuracy-
¢4 | Machine = 20g or better, L.ED/LC.D Set
display, AC mains with
rechargeable battery
WD backup.
Forged flat iron blade with
fﬁ metal handle, blade width -
65 | Hoe 15 to 25 mm. Suitable for kS,
digging and weeding.
Flat iron blade fixed at an
angle with metal handle,
blade width - 150 to 200
66 (St?;—o'zg]) mm, length - min. 180 mm. | Pc.

R

%
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